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ELECTRIC UTILITY LOAD PROFILE 

 
 Project        Date        
 
 Location/Address        
 

Load Data 
 

 
Single Phase 

Connected Load 
Estimated 

Demand Load 
Three Phase 

Connected Load 
Estimated Demand 

Load 

Indoor Lighting       kW        kW        kW        kW  

Outdoor Lighting       kW        kW        kW        kW  

Motor Load       kW        kW        kW        kW  

Electrical Heat       kW        kW        kW        kW  

Air Conditioning       kW        kW        kW        kW  

Kitchen Equipment       kW        kW        kW        kW  

Refrigeration       kW        kW        kW        kW  

Compressor       kW        kW        kW        kW  

Receptacles       kW        kW        kW        kW  

Other       kW        kW        kW        kW  

Subtotal       kW        kW        kW        kW  

             

Existing Loads       kW        kW        kW        kW  

Total       kW        kW        kW        kW  

Largest Motor       kW        kW        kW        kW  

 

 Temporary Service 

 Will a temporary service be required?  Yes  No  Voltage:        Phase:        

 Date Required:         

 

 Permanent Service Characteristics 

 Voltage: 120/240       120/208Y        277/480Y       Other       

 Phase: Single        Three       Main Breaker Size         Amps 

 Date Required:         

 

Refer to MP for Availability of Service Characteristics and Transformer Pad Specifications 

  

 Please Attach Plot Plan Designating Preferred Point of Delivery 

  

 Comments: 

       

       

       

 

                        

 Name (please print) Phone Firm Name 


